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Ilsco 300 wire tap. Supports a combination of jacketed or a single
conductor up to a 4/O gauge wire size. Lug and 1/2" hardware allow
360 degrees of wire orientation.

"Buss Booster" Unique Block fitting supporting 14 set screws up to a
6g wire. Plastic strap seperates and prevents fittings from rotating. Like
"Bridge" & "Balcony" fittings, virtually elliminates any additional distro
block internally.

1"x4"x1/8" Aluminum strap. Electrically ties continuity of upper Cam to
lower Cam. Allows user to add "pile-on" ring terminals or other wire
tapping hardware.

1"x4"x1/8" Aluminum strap with Ilsco 300 wire tap. Electrically ties
continuity of upper Cam to lower Cam. Wire tap supports up to a 4/O
wire gauge with 360 degrees of wire orientation.

1"x4"x1/8" Aluminum strap with welded Ilsco 300 wire tap. Electrically
ties upper Cam to lower Cam. Wire tap supports up to a 4/O wire gauge
with permenant horizontal wire orientation.

1"x4"x1/8" Aluminum strap with welded Ilsco 300 wire tap. Electrically
ties upper Cam to lower Cam. Wire tap supports up to a 4/O wire gauge
with permenant vertical wire orientation. This option emulates the
"double set screw" Camlock wire method.

"Buss Balcony" 1.5"x4"x1/8" Aluminum strap with Ilsco buss bar.
Electrically ties upper Cam to lower Cam. Buss bar supports (11) 6g
wire terminals and elliminates additional distro blocks.

"Buss Bridge" 2"x4"x1/8" Aluminum strap with (2) buss bars.
Electrically ties upper Cam to lower Cam. Buss bars support up to a
(22) 6g wire terminals and elliminates additional distro blocks.

This option automatically reverses the sex of any Neutral and Ground
Cam connector. This is also an automatic reversal of any other panel in
same checkout involving Camlock connectors.

Single Phase (2 volt, 1 Hertz) and Three Phase (3 volt, 1 Hertz) meter
bridge. Volt meters are directly wired to individual Black, Red and Blue
Cams. Hertz meter is wired to Black Cam. Each meter can be
recalibrated to match an external meter reading.


